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 I-CLEAN LED UFO High Bay

Product size

unit: mm



Parameter
 Item                                         Name GTL-HBL100-09 GTL-HBL120-09 GTL-HBL150-09

Electrical

Power 100W 120W 150W

Input Voltage 90-305VAC 90-305VAC 90-305VAC

Input Current 0.47A @ 220VAC 0.57A @ 220VAC 0.68A @ 220VAC

PF >0.9 @ 220VAC

DC output voltage 48V 48V 48V

DC output current 1.9A 2.4A 2.9A

Driver brand    HBG-100H   HBG-120H  HBG-150H

Function on/off, 3 in 1 dimming(PWM, 1-10V, Resistor), Dali dimming

Photom
etric

CCT 3000K, 4000K, 5000K, 5700K available

5000K/RA>80
   Typical Flux 15000Lm±5% 18000Lm±5% 22500Lm±5%

   Efficiency 150Lm/W±5%

LED Brand 176pcs CREE 3030SMD 208pcs CREE 3030SMD 256pcs 
CREE 3030SMD

Beam Angle 60° / 90° / 120°

LDC (Polar)

O
thers

Material Die-casting aluminum+PC lens or tempered glass lens

Operation Temp.  -40°C~+60°C

Storage Temp.  -40°C~+85°C

Lifespan 45°C   50000Hours

IP Class IP67, IP69K

IK Class IK08

Anti-corrosion grade WF2

Certificate CE, RoHS, SAA, ETL

Weight Net weight: 5.80kg, Gross weight: 6.80kg

Carton size 47*47*21cm

Installation Mode Hook Mount



Advantage



Installation
Safety notes:

* Carefully read and follow all warnings and instructions before installing or servicing the luminaire.
* The installation should be done by an individual familiar with the construction and operation of the luminaire.
* The installation of this luminaire must by in accordance with national and local building and electrical codes.
* The product must not be damaged or operated in a damaged condition.
* The luminaire must be directly wired on line. Any ballast or other power device previously used with the replaced luminaire must be removed.
* Between the luminaire and any possibly flammable material must be an appropriate safety space (at least 20 cm).
* The luminaire must be covered with heat insulating materials.
* Always provide proper ventilation around the luminaire and do not exceed the maximum ambient temperature.
* Compared to traditional lights the characteristic light distribution of this luminaire amy differ. In order to be sure to meet your lighting 
requirements a photometric check of the installation is recommended.

Warning:
If the external flexible cable or cord of this luminaire is damaged, it shall
be exclusively replaced by the manufacturer or his service agent or a
similar qualified person in order to avoid a hazard.



Application place


