
2020

CATALOG

INDUSTRIAL 
LIGHTING



    

Smartpro Series

Model No. Watt Light efficiency Lumen

GTL-HBL100-06-9 100W 190LM/W 19000LM

GTL-HBL150-06-9 150W 190LM/W 28500LM

GTL-HBL200-06-9 200W 190LM/W 38000LM

GTL-HBL100-06-S 100W 150LM/W with built-in sensor 15000LM

GTL-HBL150-06-S 150W 150LM/W with built-in sensor 22500LM

GTL-HBL200-06-S 200W 150LM/W with built-in sensor 30000LM

Product Detail

1. LED Light Source: 2835SMD or 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 60°, 90°, 120°
6. Driver Brand: Meanwell driver or MOSO driver
7. Function: ON/OFF, Microwave sensor, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP66
9. Working Lifetime: 50,000hrs, 5 years warranty
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Bestpro Series

Model No. Watt Light efficiency Lumen

GTL-HBL60-02 60W 150LM/W 9000LM

GTL-HBL80-02 80W 150LM/W 12000LM

GTL-HBL100-02 100W 150LM/W 15000LM

GTL-HBL120-02 120W 150LM/W 18000LM

GTL-HBL150-02 150W 150LM/W 22500LM

GTL-HBL200-02 200W 150LM/W 30000LM

GTL-HBL240-02 240W 150LM/W 36000LM

Product Detail

1. LED Light Source: 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 60°, 90°, 120°
6. Driver Brand: Meanwell driver or MOSO driver
7. Function: ON/OFF, Microwave sensor, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP66
9. Working Lifetime: 50,000hrs, 5 years warranty
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Snowflake Series

Model No. Watt Light efficiency Lumen

GTL-HBL100-01 100W 150LM/W 15000LM

GTL-HBL150-01 150W 150LM/W 22500LM

GTL-HBL185-01 185W 150LM/W 27750LM

Product Detail

1. LED Light Source: 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 60°, 90°, 120°
6. Driver Brand: Meanwell driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP65
9. Working Lifetime: 50,000hrs, 5 years warranty
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I-CLEAN Series

Model No. Watt Light efficiency Lumen

GTL-HBL100-09 100W 150LM/W 15000LM

GTL-HBL120-09 120W 150LM/W 18000LM

GTL-HBL150-09 150W 150LM/W 22500LM

Product Detail

1. LED Light Source: 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 60°, 90°, 120°
6. Driver Brand: Meanwell driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP67, IP69K
9. Working Lifetime: 50,000hrs, 5 years warranty
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Mplus Series

Model No. Watt Light efficiency Lumen

GTL-HBL100-08-P 100W 160LM/W, resistant 65℃ 16000LM

GTL-HBL150-08-P 150W 160LM/W, resistant 65℃ 24000LM

GTL-HBL100-06-MP 100W 130LM/W 13000LM

GTL-HBL150-06-MP 150W 130LM/W 19500LM

GTL-HBL200-06-MP 200W 130LM/W 26000LM

Product Detail

1. LED Light Source: 2835SMD, 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 60°, 90°, 120°
6. Driver Brand: PHILIPS driver, MOSO driver
7. Function: ON/OFF, 1-10V dimming
8. Fixture Material: Die-casting aluminum,  IP66
9. Working Lifetime: 50,000hrs, 5 years warranty
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Lowbay Series

Model No. Watt Light efficiency Lumen

GTL-HBL50-16 50W 120LM/W 6000LM

GTL-HBL80-16 80W 120LM/W 9600LM

GTL-HBL100-16 100W 120LM/W 12000LM

Product Detail

1. LED Light Source: 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 120°
6. Driver Brand: Driver pass CE, Meanwell driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming
8. Fixture Material: Aluminum,  IP44
9. Working Lifetime: 50,000hrs, 5 years warranty
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Silver Classic

Model No. Watt Light efficiency Lumen

GTL-HBL60-05 60W 120LM/W 7200LM

GTL-HBL100-05 100W 120LM/W 12000LM

GTL-HBL150-05 150W 120LM/W 18000LM

GTL-HBL200-05 200W 120LM/W 24000LM

GTL-HBL240-02 240W 150LM/W 36000LM

Product Detail

1. LED Light Source: 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 45°, 60°, 90°, 120°
6. Driver Brand: Meanwell driver
7. Function: ON/OFF, Microwave sensor, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP66
9. Working Lifetime: 50,000hrs, 5 years warranty
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Linear High Bay

Model No. Watt Light efficiency Lumen

GTL-HBL50-15 50W 130LM/W 6500LM

GTL-HBL100-15 100W 130LM/W 13000LM

GTL-HBL150-15 150W 130LM/W 19500LM

GTL-HBL200-15 200W 130LM/W 26000LM

GTL-HBL240-15 240W 130LM/W 31200LM

Product Detail

1. LED Light Source: 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 30°, 60°, 90°, 30°*70°, 60°*90°, 60°*120°
6. Driver Brand: Meanwell driver 
7. Function: ON/OFF, Microwave sensor, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP65
9. Working Lifetime: 50,000hrs, 5 years warranty
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Focus-Pure Series

Model No. Watt Light efficiency Lumen

GTL-SD-09-480W 480W 130LM/W 62400LM

GTL-SD-09-600W 600W 130LM/W 78000LM

GTL-SD-09-720W 720W 130LM/W 93600LM

GTL-SD-09-960W 960W 130LM/W 124800LM

GTL-SD-09-1200W 1200W 130LM/W 156000LM

GTL-SD-09-1440W 1440W 130LM/W 187200LM

Product Detail

1. LED Light Source: CITIZEN COB
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >80 or >90 for optional
5. Beam angle: 10° , 15° , 23°, 38°, 45°, 60°
6. Driver Brand: Meanwell driver or INVENTRONIC driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming, DMX
8. Fixture Material: Die-casting aluminum,  IP67
9. Working Lifetime: 50,000hrs, 5 years warranty

09

www.gaoterled.com     sales@gaoterled.com



    

Hi-Power Series

Model No. Watt Light efficiency Lumen

GTL-SD-01-300W 300W 140LM/W 42000LM

GTL-SD-01-400W 400W 140LM/W 56000LM

GTL-SD-01-500W 500W 140LM/W 70000LM

GTL-SD-01-600W 600W 140LM/W 84000LM

GTL-SD-01-800W 800W 140LM/W 112000LM

GTL-SD-01-1000W 1000W 140LM/W 140000LM

Product Detail

1. LED Light Source: PHILIPS LUMILEDS 5050
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 25° , 45° , 60°, 55°*140°
6. Driver Brand: Meanwell driver or INVENTRONIC driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming, DMX
8. Fixture Material: Die-casting aluminum,  IP66
9. Working Lifetime: 50,000hrs, 5 years warranty
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FlexPower Series

Model No. Watt Light efficiency Lumen

GTL-SD-12-200W 200W 160LM/W 32000LM

GTL-SD-12-300W 300W 160LM/W 48000LM

GTL-SD-12-600W 600W 160LM/W 96000LM

GTL-SD-12-800W 800W 160LM/W 128000LM

GTL-SD-12-1000W 1000W 160LM/W 160000LM

GTL-SD-12-1200W 1200W 160LM/W 192000LM

Product Detail

1. LED Light Source: PHILIPS 3030/5050
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >80 or >90 for optional
5. Beam angle: 20°, 40°, 60°, 90°, 140°x100°
6. Driver Brand: Meanwell driver or INVENTRONIC driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming, DMX
8. Fixture Material: Die-casting aluminum,  IP66
9. Working Lifetime: 50,000hrs, 5 years warranty
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High Mast Series

Model No. Watt Light efficiency Lumen

GTL-SD-02-100W 100W 100LM/W 10000LM

GTL-SD-02-150W 150W 100LM/W 15000LM

GTL-SD-02-200W 200W 100LM/W 20000LM

GTL-SD-02-300W 300W 100LM/W 30000LM

GTL-SD-02-400W 400W 100LM/W 40000LM

GTL-SD-02-500W 500W 100LM/W 50000LM

GTL-SD-02-800W 800W 100LM/W 80000LM

GTL-SD-02-1000W 1000W 100LM/W 100000LM

GTL-SD-02-1500W 1500W 100LM/W 150000LM

Product Detail

1. LED Light Source: PHILIPS 3030
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 25°, 60°, 90°
6. Driver Brand: Meanwell driver or INVENTRONIC driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming, DMX
8. Fixture Material: Die-casting aluminum,  IP65
9. Working Lifetime: 50,000hrs, 5 years warranty
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Tunnel Series

Model No. Watt Light efficiency Lumen

GTL-SD-05-50W 50W 120LM/W 6000LM

GTL-SD-05-100W 100W 120LM/W 12000LM

GTL-SD-05-150W 150W 120LM/W 18000LM

GTL-SD-05-200W 200W 120LM/W 24000LM

GTL-SD-05-240W 240W 120LM/W 28800LM

GTL-SD-05-300W 300W 120LM/W 36000LM

GTL-SD-05-400W 400W 120LM/W 48000LM

GTL-SD-05-480W 480W 120LM/W 57600LM

Product Detail

1. LED Light Source: LUMILEDS 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 60°, 90°, 120°, 60°*150°
6. Driver Brand: Meanwell driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP65
9. Working Lifetime: 50,000hrs, 5 years warranty
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Slim Series

Model No. Watt Light efficiency Lumen

FL-JL02-50W 50W 140-150LM/W 7250LM

FL-JL02-75W 75W 140-150LM/W 10875LM

FL-JL02-100W 100W 140-150LM/W 14500LM

FL-JL02-150W 150W 140-150LM/W 21750LM

FL-JL02-200W 200W 140-150LM/W 29000LM

Product Detail

1. LED Light Source: Bridgelux 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 120°
6. Driver Brand: Meanwell driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP65
9. Working Lifetime: 50,000hrs, 5 years warranty
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RGBCCT Series

Model No. Watt Light efficiency Lumen

GTL-ML-FL-10W 10W 75LM/W 2700K~6500K+RGB

GTL-ML-FL-20W 20W 75LM/W 2700K~6500K+RGB

GTL-ML-FL-30W 30W 75LM/W 2700K~6500K+RGB

GTL-ML-FL-50W 50W 75LM/W 2700K~6500K+RGB

GTL-ML-FL-100W 100W 75LM/W 2700K~6500K+RGB

Product Detail

1. LED Light Source: White SMD+RGB SMD
2. Input Voltage: AC85-265V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. Light Color: RGB+CCT Adjustable
5. Signal repeat and automatic amplify
6. Repeat Distance: 30m
7. Beam angle: 160°
8. Fixture Material: Die-casting aluminum,  IP65
9. Working Lifetime: 50,000hrs, 5 years warranty
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Slimpro Series

Model No. Watt Light efficiency Lumen

FL-JL05-50W 50W 120LM/W 6000LM

FL-JL05-75W 75W 120LM/W 9000LM

FL-JL05-100W 100W 120LM/W 12000LM

FL-JL05-150W 150W 120LM/W 18000LM

FL-JL02-200W 200W 120LM/W 24000LM

FL-JL05-300W 300W 120LM/W 36000LM

FL-JL05-450W 450W 120LM/W 54000LM

Product Detail

1. LED Light Source: PHILIPS LUMILEDS 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 30°, 60°, 90°, 50*140°, 70*140°, 70*150°, 80*150°, 140*140°
6. Driver Brand: Meanwell driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP65
9. Working Lifetime: 50,000hrs, 5 years warranty
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Area Series

Model No. Watt Light efficiency Lumen

GTL-AREA-75W 75W 140LM/W 10500LM

GTL-AREA-100W 100W 140LM/W 14000LM

GTL-AREA-150W 150W 140LM/W 21000LM

GTL-AREA-200W 200W 140LM/W 28000LM

GTL-AREA-240W 240W 140LM/W 33600LM

Product Detail

1. LED Light Source: LUMILEDS 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 25°*75°, 36°*88°, 32°*84° Tilt 30°, 50°*88° Tilt 45°
6. Driver Brand: Meanwell driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP66
9. Working Lifetime: 50,000hrs, 5 years warranty
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BenQ Series

Model No. Watt Light efficiency Lumen

GTL-TP65-XF10W-PR 10W(1ft) 130LM/W 1300LM

GTL-TP65-XF20W-PR 20W(2ft) 130LM/W 2600LM

GTL-TP65-XF30W-PR 30W(2ft, 3ft) 130LM/W 3900LM

GTL-TP65-XF40W-PR 40W(3ft, 4ft) 130LM/W 5200LM

GTL-TP65-XF50W-PR 50W(4ft, 5ft) 130LM/W 6500LM

GTL-TP65-XF60W-PR 60W(4ft, 5ft, 6ft) 130LM/W 7800LM

GTL-TP65-XF80W-PR 80W(5ft, 6ft) 130LM/W 10400LM

GTL-TP65-XF100W-PR 100W(8ft) 130LM/W 13000LM

Product Detail

1. LED Light Source: 2835SMD
2. Input Voltage: AC100-277V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >80 for optional
5. Beam angle: 120°
6. Driver: pass CE, BOKE brand
7. Function: ON/OFF, 1-10V dimming, Dali dimming, Emerngency, Sensor
8. Fixture Material: Aluminum,  IP65
9. Working Lifetime: 50,000hrs, 5 years warranty
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SenQ Series

Model No. Watt Light efficiency Lumen

GTL-TP65-2F20W-L 20W(2ft) 110LM/W 2200LM

GTL-TP65-3F30W-L 30W(3ft) 110LM/W 3900LM

GTL-TP65-4F40W-L 40W(4ft) 110LM/W 4400LM

GTL-TP65-XF60W-L 60W(4ft, 5ft) 110LM/W 6600LM

GTL-TP65-5F80W-L 80W(5ft, 6ft) 110LM/W 8800LM

GTL-TP65-8F100W-L 100W(8ft) 110LM/W 11000LM

Product Detail

1. LED Light Source: 2835SMD
2. Input Voltage: AC100-277V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >80 for optional
5. Beam angle: 120°
6. Driver: pass CE, BOKE brand
7. Function: ON/OFF, 1-10V dimming, Dali dimming, Emerngency, Sensor
8. Fixture Material: Aluminum,  IP65
9. Working Lifetime: 50,000hrs, 5 years warranty
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ZenQ Series

Model No. Watt Light efficiency Lumen

GTL-TP65-2F15W-S 15W(2ft) 110LM/W 1650LM

GTL-TP65-2F20W-S 20W(2ft) 110LM/W 2200LM

GTL-TP65-3F30W-S 30W(3ft) 110LM/W 3900LM

GTL-TP65-4F36W-S 36W(4ft) 110LM/W 3960LM

GTL-TP65-4F40W-S 40W(4ft) 110LM/W 4400LM

GTL-TP65-5F50W-S 50W(5ft) 110LM/W 5500LM

Product Detail

1. LED Light Source: 2835SMD
2. Input Voltage: AC100-277V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >80 for optional
5. Beam angle: 120°
6. Driver: pass CE
7. Function: ON/OFF, 1-10V dimming, Dali dimming, Sensor
8. Fixture Material: Aluminum,  IP65
9. Working Lifetime: 50,000hrs, 5 years warranty
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STL Series

Model No. Watt Light efficiency Lumen

STL-SL06-30W 30W 140LM/W 4200LM

STL-SL06-50W 50W 140LM/W 7000LM

STL-SL06-75W 75W 140LM/W 10500LM

STL-SL06-100W 100W 140LM/W 14000LM

STL-SL06-120W 120W 140LM/W 16800LM

STL-SL06-150W 150W 140LM/W 21000LM

STL-SL06-180W 180W 140LM/W 25200LM

Product Detail

1. LED Light Source: LUMILEDS 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: Type II (ME1~ME5)
6. Driver Brand: Meanwell driver, INVENTRONIC driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP66
9. Working Lifetime: 50,000hrs, 5 years warranty
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POLO Series

Model No. Watt Light efficiency Lumen

STL-SL15-40W 40W 140LM/W 5600LM

STL-SL15-60W 60W 140LM/W 8400LM

STL-SL15-75W 75W 140LM/W 10500LM

STL-SL15-100W 100W 140LM/W 14000LM

STL-SL15-120W 120W 140LM/W 16800LM

STL-SL15-150W 150W 140LM/W 21000LM

STL-SL15-200W 200W 140LM/W 28000LM

STL-SL15-240W 240W 140LM/W 33600LM

Product Detail

1. LED Light Source: LUMILEDS 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: Type 3, Type 4, Type 5
6. Driver Brand: Meanwell driver, INVENTRONIC driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP66
9. Working Lifetime: 50,000hrs, 5 years warranty
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H Series

Model No. Watt Light efficiency Lumen

GTL-SL05-50W 50W 130LM/W 6500LM

GTL-SL05-100W 100W 130LM/W 13000LM

GTL-SL05-150W 150W 130LM/W 19500LM

GTL-SL05-200W 200W 130LM/W 26000LM

GTL-SL05-240W 240W 130LM/W 31200LM

GTL-SL05-300W 300W 130LM/W 39000LM

Product Detail

1. LED Light Source: LUMILEDS 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 80°x150°
6. Driver Brand: Meanwell driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP65
9. Working Lifetime: 50,000hrs, 5 years warranty
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Mipro Series

Model No. Watt Light efficiency Lumen

GTL-SL11-30W 30W 130LM/W 3900LM

GTL-SL11-40W 40W 130LM/W 5200LM

GTL-SL11-60W 60W 130LM/W 7800LM

GTL-SL11-90W 90W 130LM/W 11700LM

GTL-SL11-120W 120W 130LM/W 15600LM

GTL-SL11-150W 150W 130LM/W 19500LM

Product Detail

1. LED Light Source: LUMILEDS 3030SMD
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >70 or >80 for optional
5. Beam angle: 50°x110°
6. Driver Brand: Meanwell driver
7. Function: ON/OFF, 1-10V dimming, Dali dimming
8. Fixture Material: Die-casting aluminum,  IP66
9. Working Lifetime: 50,000hrs, 5 years warranty
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LED Corn Bulb

Model No. Watt Light efficiency Lumen

GTL-CB-2835A-12W 12W 130LM/W 1560LM

GTL-CB-2835A-20W 20W 130LM/W 2600LM

GTL-CB-2835A-30W 30W 130LM/W 3900LM

GTL-CB-2835A-40W 40W 130LM/W 5200LM

GTL-CB-2835A-50W 50W 130LM/W 6500LM

GTL-CB-2835A-60W 60W 130LM/W 7800LM

GTL-CB-2835A-80W 80W 120LM/W 9600LM

GTL-CB-2835A-100W 100W 120LM/W 12000LM

GTL-CB-2835A-120W 120W 120LM/W 14400LM

Product Detail

1. LED Light Source: 2835SMD
2. Input Voltage: AC100-240V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >80 for optional
5. Beam angle: 360°
6. Driver: pass CE
7. Function: ON/OFF
8. Fixture Material: Aluminum,  IP64
9. Working Lifetime: 50,000hrs, 3 years warranty
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E40 LED Corn Bulb

Model No. Watt Light efficiency Lumen

GTL-CB-ST30W 30W 100LM/W 3000LM

GTL-CB-ST40W 40W 100LM/W 4000LM

GTL-CB-ST60W 60W 100LM/W 6000LM

GTL-CB-ST80W 80W 100LM/W 8000LM

GTL-CB-ST100W 100W 100LM/W 10000LM

GTL-CB-ST120W 120W 100LM/W 12000LM

Product Detail

1. LED Light Source: LUMILEDS LED
2. Input Voltage: AC100-305V 50/60Hz
3. Color Temperature: 3000K, 4000K, 5000K, 5700K
4. CRI: >80 for optional
5. Beam angle: 130°
6. Driver: pass CE
7. Function: ON/OFF
8. Fixture Material: Aluminum,  IP66
9. Working Lifetime: 50,000hrs, 3 years warranty
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