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Nona A

Model No. Watt Dimension Lumen

GTL-DL-Nona-A-5W 5W Φ65*H80mm cut-out: Φ55mm 375LM

GTL-DL-Nona-A-7W 7W Φ65*H80mm cut-out: Φ55mm 525LM

GTL-DL-Nona-A-10W 10W Φ85*H90mm cut-out: Φ75mm 750LM

GTL-DL-Nona-A-12W 12W Φ85*H90mm cut-out: Φ75mm 900LM

GTL-DL-Nona-A-15W 15W Φ110*H98mm cut-out: Φ95mm 1125LM

GTL-DL-Nona-A-18W 18W Φ110*H98mm cut-out: Φ95mm 1350LM

GTL-DL-Nona-A-20W 20W Φ140*H151mm cut-out: Φ125mm 1500LM

GTL-DL-Nona-A-25W 25W Φ140*H151mm cut-out: Φ125mm 1875LM

GTL-DL-Nona-A-30W 30W Φ140*H151mm cut-out: Φ125mm 2250LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 10°, 15°, 24°, 36°, 38°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Nona B

Model No. Watt Dimension Lumen

GTL-DL-Nona-B-5W 5W Φ53*H80mm cut-out: Φ60mm 375LM

GTL-DL-Nona-B-7W 7W Φ53*H80mm cut-out: Φ60mm 525LM

GTL-DL-Nona-B-10W 10W Φ74*H90mm cut-out: Φ80mm 750LM

GTL-DL-Nona-B-12W 12W Φ74*H90mm cut-out: Φ80mm 900LM

GTL-DL-Nona-B-15W 15W Φ99*H98mm cut-out: Φ100mm 1125LM

GTL-DL-Nona-B-18W 18W Φ99*H98mm cut-out: Φ100mm 1350LM

GTL-DL-Nona-B-20W 20W Φ124*H151mm cut-out: Φ130mm 1500LM

GTL-DL-Nona-B-25W 25W Φ124*H151mm cut-out: Φ130mm 1875LM

GTL-DL-Nona-B-30W 30W Φ124*H151mm cut-out: Φ130mm 2250LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 10°, 15°, 24°, 36°, 38°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Nona C

Model No. Watt Dimension Lumen

GTL-DL-Nona-C-5W 5W Φ65*H80mm cut-out: Φ55mm 375LM

GTL-DL-Nona-C-7W 7W Φ65*H80mm cut-out: Φ55mm 525LM

GTL-DL-Nona-C-10W 10W Φ85*H106mm cut-out: Φ75mm 750LM

GTL-DL-Nona-C-12W 12W Φ85*H106mm cut-out: Φ75mm 900LM

GTL-DL-Nona-C-15W 15W Φ110*H120mm cut-out: Φ95mm 1125LM

GTL-DL-Nona-C-18W 18W Φ110*H120mm cut-out: Φ95mm 1350LM

GTL-DL-Nona-C-20W 20W Φ140*H151mm cut-out: Φ125mm 1500LM

GTL-DL-Nona-C-25W 25W Φ140*H151mm cut-out: Φ125mm 1875LM

GTL-DL-Nona-C-30W 30W Φ140*H151mm cut-out: Φ125mm 2250LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 10°, 15°, 24°, 36°, 38°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Nona D

Model No. Watt Dimension Lumen

GTL-DL-Nona-D-5W 5W Φ65*H80mm cut-out: Φ55mm 375LM

GTL-DL-Nona-D-7W 7W Φ65*H80mm cut-out: Φ55mm 525LM

GTL-DL-Nona-D-10W 10W Φ85*H106mm cut-out: Φ75mm 750LM

GTL-DL-Nona-D-12W 12W Φ85*H106mm cut-out: Φ75mm 900LM

GTL-DL-Nona-D-15W 15W Φ110*H120mm cut-out: Φ95mm 1125LM

GTL-DL-Nona-D-18W 18W Φ110*H120mm cut-out: Φ95mm 1350LM

GTL-DL-Nona-D-20W 20W Φ140*H151mm cut-out: Φ125mm 1500LM

GTL-DL-Nona-D-25W 25W Φ140*H151mm cut-out: Φ125mm 1875LM

GTL-DL-Nona-D-30W 30W Φ140*H151mm cut-out: Φ125mm 2250LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 10°, 15°, 24°, 36°, 38°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Nona E

Model No. Watt Dimension Lumen

GTL-DL-Nona-E-5W 5W Φ65*H80mm cut-out: Φ55mm 375LM

GTL-DL-Nona-E-7W 7W Φ65*H80mm cut-out: Φ55mm 525LM

GTL-DL-Nona-E-10W 10W Φ85*H106mm cut-out: Φ75mm 750LM

GTL-DL-Nona-E-12W 12W Φ85*H106mm cut-out: Φ75mm 900LM

GTL-DL-Nona-E-15W 15W Φ110*H120mm cut-out: Φ95mm 1125LM

GTL-DL-Nona-E-18W 18W Φ110*H120mm cut-out: Φ95mm 1350LM

GTL-DL-Nona-E-20W 20W Φ140*H151mm cut-out: Φ125mm 1500LM

GTL-DL-Nona-E-25W 25W Φ140*H151mm cut-out: Φ125mm 1875LM

GTL-DL-Nona-E-30W 30W Φ140*H151mm cut-out: Φ125mm 2250LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 10°, 15°, 24°, 36°, 38°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty

05

www.gaoterled.com     sales@gaoterled.com



Nona F

Model No. Watt Dimension Lumen

GTL-DL-Nona-F-5W 5W Φ53*H80mm cut-out: Φ60mm 375LM

GTL-DL-Nona-F-7W 7W Φ53*H80mm cut-out: Φ60mm 525LM

GTL-DL-Nona-F-10W 10W Φ74*H106mm cut-out: Φ80mm 750LM

GTL-DL-Nona-F-12W 12W Φ74*H106mm cut-out: Φ80mm 900LM

GTL-DL-Nona-F-15W 15W Φ99*H120mm cut-out: Φ100mm 1125LM

GTL-DL-Nona-F-18W 18W Φ99*H120mm cut-out: Φ100mm 1350LM

GTL-DL-Nona-F-20W 20W Φ124*H151mm cut-out: Φ130mm 1500LM

GTL-DL-Nona-F-25W 25W Φ124*H151mm cut-out: Φ130mm 1875LM

GTL-DL-Nona-F-30W 30W Φ124*H151mm cut-out: Φ130mm 2250LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 10°, 15°, 24°, 36°, 38°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Nona G

Model No. Watt Dimension Lumen

GTL-DL-Nona-G-5W 5W L65*W65*H85mm cut-out: L55*W55mm 375LM

GTL-DL-Nona-G-7W 7W L65*W65*H85mm cut-out: L55*W55mm 525LM

GTL-DL-Nona-G-10W 10W L85*W85*H112mm cut-out: L75*W75mm 750LM

GTL-DL-Nona-G-12W 12W L85*W85*H112mm cut-out: L75*W75mm 900LM

GTL-DL-Nona-G-15W 15W L113*W113*H126mm cut-out: L100*W100mm 1125LM

GTL-DL-Nona-G-18W 18W L113*W113*H126mm cut-out: L100*W100mm 1350LM

GTL-DL-Nona-G-20W 20W L140*W140*H158mm cut-out: L130*W130mm 1500LM

GTL-DL-Nona-G-25W 25W L140*W140*H158mm cut-out: L130*W130mm 1875LM

GTL-DL-Nona-G-30W 30W L140*W140*H158mm cut-out: L130*W130mm 2250LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 10°, 15°, 24°, 36°, 38°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Nona H

Model No. Watt Dimension Lumen

GTL-DL-Nona-H-5W 5W L54*W54*H85mm cut-out: L55*W55mm 375LM

GTL-DL-Nona-H-7W 7W L54*W54*H85mm cut-out: L55*W55mm 525LM

GTL-DL-Nona-H-10W 10W L74*W74*H112mm cut-out: L75*W75mm 750LM

GTL-DL-Nona-H-12W 12W L74*W74*H112mm cut-out: L75*W75mm 900LM

GTL-DL-Nona-H-15W 15W L99*W99*H126mm cut-out: L100*W100mm 1125LM

GTL-DL-Nona-H-18W 18W L99*W99*H126mm cut-out: L100*W100mm 1350LM

GTL-DL-Nona-H-20W 20W L124*W124*H158mm cut-out: L130*W130mm 1500LM

GTL-DL-Nona-H-25W 25W L124*W124*H158mm cut-out: L130*W130mm 1875LM

GTL-DL-Nona-H-30W 30W L124*W124*H158mm cut-out: L130*W130mm 2250LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 10°, 15°, 24°, 36°, 38°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Bono Series

Model No. Watt Dimension Lumen

GTL-DL-COB-B-5W 5W Φ90*H73mm cut-out: Φ75mm 375LM

GTL-DL-COB-B-10W 10W Φ110*H80mm cut-out: Φ95mm 750LM

GTL-DL-COB-B-15W 15W Φ110*H80mm cut-out: Φ95mm 1125LM

GTL-DL-COB-B-20W 20W Φ140*H120mm cut-out: Φ120mm 1500LM

GTL-DL-COB-B-30W 30W Φ160*H120mm cut-out: Φ140mm 2250LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 15°, 24°, 36°, 40°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Mano Series

Model No. Watt Dimension Lumen

GTL-DL-COB-M-5W 5W Φ90*H73mm cut-out: Φ75mm 375LM

GTL-DL-COB-M-7W 7W Φ95*H102mm cut-out: Φ75mm 525LM

GTL-DL-COB-M-10W 10W Φ115*H116mm cut-out: Φ95mm 750LM

GTL-DL-COB-M-15W 15W Φ115*H116mm cut-out: Φ95mm 1125LM

GTL-DL-COB-M-20W 20W Φ145*H130mm cut-out: Φ130mm 1500LM

GTL-DL-COB-M-30W 30W Φ160*H135mm cut-out: Φ140mm 2250LM

GTL-DL-COB-M-40W 40W Φ160*H135mm cut-out: Φ140mm 3000LM

GTL-DL-COB-M-50W 50W Φ160*H155mm cut-out: Φ140mm 3750LM

GTL-DL-COB-M-60W 60W Φ185*H155mm cut-out: Φ160mm 4500LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 15°, 24°, 36°, 40°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Jaga Series

Model No. Watt Dimension Lumen

GTL-DL-Jaga-10W 10W Φ86*H55mm cut-out: Φ70mm 800LM

GTL-DL-Jaga-15W 15W Φ100*H60mm cut-out: Φ85mm 1200LM

GTL-DL-Jaga-20W 20W Φ140*H73mm cut-out: Φ120mm 1600LM

GTL-DL-Jaga-30W 30W Φ180*H94mm cut-out: Φ160mm 2400LM

GTL-DL-Jaga-40W 40W Φ212*H110mm cut-out: Φ195mm 3200LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 24° , 38° , 55° (10W only has 50°)
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Swim Series IP67 

Model No. Watt Dimension Lumen

GTL-DL-Swim-10W 10W Φ100*H75mm cut-out: Φ90mm 800LM

GTL-DL-Swim-20W 20W Φ140*H90mm cut-out: Φ130mm 1600LM

GTL-DL-Swim-30W 30W Φ185*H112mm cut-out: Φ170mm 2400LM

GTL-DL-Swim-40W 40W Φ230*H128mm cut-out: Φ200mm 3200LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 45°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Waterproof Driver
8. Fixture Material: Die-casting aluminum, White colour, IP67
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Fany Series

Model No. Watt Dimension Lumen

GTL-DL-SMD-F-15W 15W Φ110*H53mm cut-out: Φ95mm 1500LM

GTL-DL-SMD-F-20W 20W Φ145*H69mm cut-out: Φ130mm 2000LM

GTL-DL-SMD-F-30W 30W Φ190*H86mm cut-out: Φ170mm 3000LM

GTL-DL-SMD-F-40W 40W Φ230*H99mm cut-out: Φ210mm 4000LM

Product Detail

1. LED Light Source: Samsung SMD
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 90°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Pino Series

Model No. Watt Dimension Lumen

GTL-DL-SMD-P-10W 10W Φ140*H36mm cut-out: Φ125mm 1000LM

GTL-DL-SMD-P-20W 20W Φ180*H38mm cut-out: Φ160mm 2000LM

GTL-DL-SMD-P-30W 30W Φ230*H38mm cut-out: Φ200mm 3000LM

Product Detail

1. LED Light Source: Samsung SMD
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 90°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Sany Series

Model No. Watt Dimension Lumen

GTL-DL-SMD-S-15W 15W Φ140*H49mm cut-out: Φ125mm 1500LM

GTL-DL-SMD-S-20W 20W Φ182*H57mm cut-out: Φ160mm 2000LM

GTL-DL-SMD-S-30W 30W Φ230*H62mm cut-out: Φ210mm 3000LM

Product Detail

1. LED Light Source: Samsung SMD
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 90°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Qino Series

Model No. Watt Dimension Lumen

GTL-DL-COB-Q-40W 40W Φ175*H130mm cut-out: Φ150mm 4000LM

GTL-DL-COB-Q-80W 80W Φ225*H169mm cut-out: Φ200mm 8000LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 24°,  38° , 45° , 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Whale Series

Model No. Watt Dimension Lumen

GTL-DL-WH-30W 30W 6inch, 8inch, 10inch, 14inch 3000LM

GTL-DL-WH-50W 50W 6inch, 8inch, 10inch, 14inch 5000LM

GTL-DL-WH-80W 80W 6inch, 8inch, 10inch, 14inch 8000LM

GTL-DL-WH-100W 100W 8inch, 10inch, 14inch 10000LM

GTL-DL-WH-150W 150W 8inch, 10inch, 14inch 15000LM

GTL-DL-WH-200W 200W 8inch, 10inch, 14inch 20000LM

GTL-DL-WH-240W 240W 8inch, 10inch, 14inch 24000LM

GTL-DL-WH-300W 300W 10inch, 14inch 30000LM

Product Detail

1. LED Light Source: PHILIPS LUMILEDS 3030
2. Input Voltage: AC100-305V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 
5. Beam angle: 60°, 90°, 120°
6. Light efficiency: 100-110lm/w
7. Dimmable: non-dim, 1-10V dimming, Dali dimming
8. Driver: normal driver pass CE, or Meanwell driver
9. Fixture Material: Aluminum, White colour, IP60
10. Working Lifetime: 50,000 hrs, 3/5 years Warranty 

17

www.gaoterled.com     sales@gaoterled.com



    

Jana Series

Model No. Watt Dimension Lumen

GTL-DL-COB-J1-30W 30W Φ160*H125mm cut-out: Φ150mm 2250LM

GTL-DL-COB-J2-30W 30W L160*H125mm cut-out: L150mm 2250LM

GTL-DL-COB-J3-60W 2*30W L330*W175*H126mm cut-out: L320*W160mm 4500LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 15°,  24° , 36° , 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Grille 1 Series

Model No. Watt Dimension Lumen

GTL-DL-Grille-7W 7W L115*W115*H124mm cut-out: L100*W100mm 525LM

GTL-DL-Grille-15W 15W L140*W140*H139mm cut-out: L125*W125mm 1125LM

GTL-DL-Grille-20W 20W L160*W160*H143mm cut-out: L145*W145mm 1500LM

GTL-DL-Grille-30W 30W L180*W180*H143mm cut-out: L165*W165mm 2250LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 15°, 24°, 38°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Grille 2 Series

Model No. Watt Dimension Lumen

GTL-DL-Grille-2*7W 14W L215*W115*H124mm cut-out: L200*W100mm 1050LM

GTL-DL-Grille-2*15W 30W L265*W140*H139mm cut-out: L250*W125mm 2250LM

GTL-DL-Grille-2*20W 40W L300*W160*H143mm cut-out: L290*W145mm 3000LM

GTL-DL-Grille-2*30W 60W L345*W180*H143mm cut-out: L330*W165mm 4500LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 15°, 24°, 38°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty

20

www.gaoterled.com     sales@gaoterled.com



Grille 3 Series

Model No. Watt Dimension Lumen

GTL-DL-Grille-3*7W 21W L315*W115*H124mm cut-out: L300*W100mm 1575LM

GTL-DL-Grille-3*15W 45W L390*W140*H139mm cut-out: L375*W125mm 3375LM

GTL-DL-Grille-3*20W 60W L450*W160*H143mm cut-out: L440*W145mm 4500LM

GTL-DL-Grille-3*30W 90W L505*W180*H143mm cut-out: L500*W165mm 6750LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 15°, 24°, 38°, 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Snow Series

Model No. Watt Dimension Lumen

GTL-DL-TD604-20W 20W Φ140*H115mm cut-out: Φ125mm 2000LM

GTL-DL-TD604-30W 30W Φ160*H130mm cut-out: Φ145mm 3000LM

GTL-DL-TD604-40W 40W Φ190*H160mm cut-out: Φ170mm 4000LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 15°,  24° , 38° , 60°
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, White colour, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Echo Series

Model No. Watt Dimension Lumen

GTL-DL-Echo-15W 15W Φ55*L130mm 1125LM

GTL-DL-Echo-20W 20W Φ75*L135mm 1500LM

GTL-DL-Echo-30W 30W Φ65*L155mm, Φ75*L160mm, Φ85*L130mm 2250LM

GTL-DL-Echo-40W 40W Φ85*L160mm 3000LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 15°,  24° , 36° 
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Kama Series

Model No. Watt Dimension Lumen

GTL-DL-Kama-15W 15W Φ75*L82mm 1125LM

GTL-DL-Kama-30W 30W Φ94*L107mm 2250LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 10°,  23° , 38° 
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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Luna Series

Model No. Watt Dimension Lumen

GTL-DL-Luna-15W 15W Φ70*L122mm 1125LM

GTL-DL-Luna-30W 30W Φ90*L160mm 2250LM

GTL-DL-Luna-45W 45W Φ110*L195mm 3375LM

Product Detail

1. LED Light Source: CREE/CITIZEN COB
2. Input Voltage: AC220-240V  50/60Hz
3. Color Temperature：2700K~6500K
4. CRI: >80 or >90 for optional
5. Beam angle: 12°,  24° , 36° 
6. Dimmable: non-dim, triac dimming, 1-10V dimming, Dali dimming
7. Driver Brand: Eaglerise/Lifud/BOKE/Aidimming/Euchips/Ltech/PHILIPS/TRIDONIC
8. Fixture Material: Die-casting aluminum, IP44
9. Working Lifetime: 50,000 hrs, 3/5 years Warranty
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